Statview Loader Instructions

Copy the two attached files to a floppy drive, or save on the “Desktop” on the Statcrew Laptop.

Connect the Master to the Statview computer through the Null Modem Adapter and Data Cable (this is the normal setup).  If you are reloading the Master, turn on the Master only.  If you are reloading a Remote, turn on the Master and any Remote Terminal that needs the program loaded.

Place the floppy in the Statview computer or load from the floppy to “Desktop”.  There are two files: cartshow and Statview Loader.

Double click the "Statview Loader". It will start loading files one block at a time from the cartshow file. When the loader reaches block 35, it will hesitate. Hit "Control" and "C" on your keyboard. ^C will display after line 35 or the loader program will disappear from the laptop screen.   If the loader starts a fresh 35 lines, you have waited too long to press Control C.  Close down the loader program and start over and hit Control C after the first 35 lines.

The Master and Remote Terminals will receive the program.  The Remote Terminal will receive at a slightly slower rate. The screen will scroll “RT File Block” or “PT Ack”.

The Master will also scroll “RT File 0-35” on the mid portion of the screen.

When the Terminals finish receiving the 35 lines , the screen on the Terminal will flash momentarily and  StatCrew  will appear next to button 6 (top right).

If you are reloading the Master terminal, follow all steps below on the Master Terminal.

If you are reloading only Remote terminals,  follow the steps below on the Remotes only. Do not follow the below steps on the Master
Do not send any other data to the Master until the following steps are completed.

Push button 3 “VDU Test”

Then push button 9 “Store Program In Flash”

The screen will ask for “Password”.  Push button 2, then 6, then 7.

The screen will go dark with the backlight off.  Reading info on the screen will be more difficult with the backlight off.  
The top right quadrant of the screen will display “Copying Ram to Flash” , starting with Section 0 through Section 12.

Look for “ERROR”.  If ERRORS appear, turn all units off and start over.  If errors appear again, you must send the unit to us for repair. 

The screen will then say “Verifying Done”

Turn the Terminal off for about 10 seconds, then turn on.  The screen should turn white for about a minute and a half, then display the Statview Start Screen.  Push and release the top right button (6) two times to place the Terminal in Remote receiving Mode.  Push 6 and release, then 1 and release for the Master Mode.

The program is now reloaded and ready for use.

Warning:  Pushing the 1 and 6 buttons at the same time during boot-up will erase the program.
